
10.5” LOAD BEARING ARM FOR  
TREMENDOUS STRENGTH AND STABILITY

ADJUSTABLE SCREW FOR 
EASE OF INSTALLATION

CUSTOM “L” SHAPE IS 
PERFECT FOR DRIVE GATES 

PATENT PENDING NUMBER
11/949,361

• FIRST OF ITS KIND 
FOR VINYL FENCING

• PERFECT FOR LARGER,  
HEAVIER GATES

• HIGHER LOAD CAPACITY
• LONGER ARM CREATES  

MORE LEVERAGE
• CUSTOM MADE  

FOR Illusions ® GATES
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Also available in white: IESH-WT

14”-15” (Depending on adjustable screw)

10.5”

1.5” 1.75”

1.5”

7.75”

EXTRA STRONG VS. STANDARD HINGE

STANDARD CPH55S CORNER PLATE HINGE

Approx. 8”

VDG3701-56 Shown with Majestic™ 8”x 8” Posts, IESH Illusions® 
Extra Strong Hinges, HLSS Hatchet Latch and DRAS-48 Drop Rods

DRAS48-WT
48” Drop Rods
(Avail. Black and White)

V21SS
Gravity Latch

(Avail. Black and White)

HLSS-BK
Hatchet Latch
(Avail. Black and White)

OTHER HEAVY DUTY
ACCESSORIES

Fence professionals: 
Finally your prayers have been answered... 
In an answer to numerous requests, we have created the 
most formidable hinge available in the vinyl fence indus-
try today. Our  NEW stainless steel Illusions ® Extra 
Strong Hinge has been custom designed with the dual 
purpose of supporting the large sizes of Illusions ® 

Vinyl Drive Gates while maintaining a beauty for use with 
Illusions®  Vinyl Walk Gates.

At 15”, it is almost double the size and weight of 
our standard vinyl hinge. The added leverage of the 
10.5”arm creates a vastly increased load bearing capac-
ity. With a simple adjustable nut and bolt design, get-
ting gates level is a snap and installation is a breeze.  
We know you will find many applications for this patented 
new hinge from Illusions®   Vinyl Fence.

Illusions ® EXTRA STRONG HINGE: PATENT PENDING NUMBER 11/949,361

• BIGGER
• STURDIER
• ESTATE GATES
• COMMERCIAL GATES
• MADE OF STAINLESS STEEL


